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Soil Management - Soil Repository/Borrow Pit

Varies (as shown) @ A3

FMFMFM
Fig. 4.10.1

Existing N16

to Sligo

Existing N16

to Enniskillen

L-7415-0

Existing N16

Tel: 071 91-11111; 
Business Centre, Market Yard, Sligo, Ireland F91 WV7R
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TII National Roads Project Office
Sligo County Council

Note:-
All proposed road levels indicated are based on a Design developed
for Phase 3 and 4 of the TII Project Management Guidelines.

No other use of  this material may be made without the licence of
the copyright holder in accordance with Section 74(3) of  the
Copyright and related Rights Act, 2000.
©Ordnance Survey Ireland. All rights reserved. Licence number
2010/20 CCMA/ Sligo County Council

N16 Lugatober (Drumkilsellagh to Lugnagall)
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SO/14/11549

L-7415-0

(SR03)

L-74151-0

Existing N16

(SR06)

Existing Hedgerows

NOT to be disturbed

Indicative outline of Soil

Repository/Borrow Pit (SR/BP)

Site Location - Castlegal Soil Repository/Borrow Pit (Scale 1:2,500)

Section A-A (Scale 1:500)

Section B-B (Scale 1:500)

Proposed - Outline of adjacent Road Cut

Proposed - Land Runoff Interceptor Drain

Proposed - Permitted Deposition in top 3m

of SR Pit is Class 2C/Class 4 material

Existing - Approx. depth of Glacial Till

Proposed - Permitted Deposition

in SR Pit (Rock Cell) is Class U1

material (Glacial Till)

Temporary

Fenceline

Proposed - Safety Clearance

Zone - No physical works to

take place in this area

Proposed - Maximum excavation outline

Proposed - Maximum depth of Pit

Nb.: Geometry Descriptions
as outlined above

Section Legend:

Existing Ground
Maximum excavation outline
Land Runoff Interceptor Drain
Outline of adjacent Road Cut
Indicative Glacial Till outline

Indicative Rock outline

Lands dedicated to Soil Repository/Borrow Pit

Indicative outline of Existing Hedgerows

Surface Drainage as per

Fig. 4.7.1 and 4.7.2
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design number
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